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RS30220 & RS30221     
Radial Seal Outer & Inner Air Elements

Product Picks - RS30220 & RS30221 (3/20)

NEW RELEASE
On a construction site or in a warehouse, John Deere® skid steer loaders 
work hard, making it important to have filtration that can handle the 
job. The Baldwin RS30220 and RS30221 Outer and Inner Radial Seal 
Air Filter Elements are designed to tackle all conditions with superior 
contaminant removal efficiencies and dirt-holding capacities.

APPLICATIONS
 John Deere 314G, 316GR, 317G, 318E, 318G, 319E, 320E, 320G, 
 324E, 324G, 325G Skid Steer Loader

CROSS-REFERENCE
 RS30220
 John Deere AT338105;
 Donaldson P628325;
 Fleetguard AF26117
 Wix 10162

SPECIFICATIONS
 RS30220
 O.D.: 5 5/32 (131.3) 
 I.D.: 3 19/32 (90.9) One End
 Length: 12 1/2 (317.5)
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 RS30221
 John Deere AT336803;  
 Donaldson P629465; 
 Wix WA10385 

 RS30221
 O.D.:  3 3/4 (95.2) 
  & 2 13/32 (61.2)  
 I.D.: 2 1/8 (53.6)  
 Length: 11 11/32 (288) 


