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BF46129
Fuel Spin-on

Product Picks - BF46129 (1/18)

NEW RELEASE
Baldwin introduces the latest fuel filter utilizing our Highly Engineered 
Layered Media (HELM™) technology, the BF46129 High Efficiency 
Spin-on Fuel Filter.
High pressure fuel systems require diesel fuel meets ISO 12/9/6 
cleanliness levels before it reaches the injectors. The BF46129 is 
up to the challenge with both unsurpassed efficiency and capacity. 
The BF46129 was designed to protect Tier IV and Tier V equipment, 
ensuring that service intervals and rated parts life are achieved.

APPLICATIONS
 Freightliner Coronado SD Trucks; Kenworth T660, T680, T800, 
 T880, W900 Trucks; Peterbilt 367, 389, 567, 579 Trucks; 
 Volvo VNL Series Trucks with Cummins ISX11.9, ISX15.0, 
 QSX11.9, X15 Engines

CROSS-REFERENCE
 Cummins 5365988; 
 Fleetguard FF5825NN;  
 Donaldson DBF6776; 
 Hifi/Jura Filtration SN40780 

SPECIFICATIONS
 Notes: Remove Cap After Pre-filling Filter
 Thread: M90 x 2.0
 O.D.: 4 23/32 (119.9)
 Length: 8 27/32 (224.6)
 A. Gskt.: [1] Attached
 O-Ring: [1] Attached
 Related To: BF9885 (Standard Version)

PACKAGING
 UPC: 7 91440 10899 8
 Case Quantity: 6
 Case Weight: 25.2 lbs. (4,2 kgs.)
 Filter Weight: 4.2 lbs. ea. (1,9 kgs. ea.)
 Volume: 0.131 ft³ ea. (0,04 m³ ea.)
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CLEANS BETTER
EFFICIENCY vs PARTICLE SIZE

ISO 19438 Test: Flow Rate 0.5 gpm,
ISO Medium Test Dust, 104°F, Termination at 6 psid
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MAKE YEARS MODEL ENGINE

Cummins X15 (15.0L) Engine

Freightliner Cascadia, 
Coronado SD

Cummins X15 (15.0L) Eng.

International HX520, HX620, 
LoneStar, 
LT625

Cummins X15 (15.0L) Eng.

Kenworth T660, T680 Cummins ISX 15.0 (15.0L) Eng.

Kenworth T680 Cummins X15 (15.0L) Eng.

Kenworth 2010-on T800 Cummins ISX 15.0 (15.0L) Eng.

Kenworth T800 Cummins X15 (15.0L) Eng.

Kenworth T880 Cummins ISX 15.0 (15.0L) Eng.

Kenworth T880 Cummins X15 (15.0L) Eng.

Kenworth W900 Cummins ISX 15.0 (15.0L) Eng.

Kenworth W900 Cummins X15 (15.0L) Eng.

Peterbilt 367, 389, 567, 
579, 587

Cummins X15 (15.0L) Eng.

Volvo VNL Cummins X15 (15.0L) Eng.

Western Star 2018-on 4900FA, 
4900SA

Cummins ISX 15.0 / X15 (15.0L) 
Eng.

MAKE YEARS MODEL ENGINE

Autocar ACX Cummins ISX Eng.

Cummins ISX Series (11.9L) Eng.

Cummins ISX Series (15.0L) Eng.

Cummins ISX12 (11.9L) Eng.

Cummins QSX (11.9L) Eng.

Freightliner Cascadia Cummins ISX 11.9 (11.9L) Eng.

Freightliner 122SD, 
Cascadia, 
Coronado SD

Cummins ISX 15.0 (15.0L) Eng.

Freightliner Cascadia 
Evolution, 
5900i PayStar

Cummins ISX Eng.

International 5900i SBA, 
HX520, HX620, 
9900i, 

Cummins ISX 15.0 (15.0L) Eng.

International 5500i PayStar, 
5600i PayStar, 
LoneStar, 
ProStar

Cummins ISX Eng.

Kenworth T660, T680, 
T800, T880, 
W900

Cummins ISX 11.9 (11.9L) Eng.

Kenworth T660, T680, 
T700, T800, 
T880, W900

Cummins ISX 15.0 (15.0L) Eng.

Kenworth C500, C550 Cummins ISX Eng.

Peterbilt 320, 365, 367, 
384, 386, 388, 
389, 567, 579

Cummins ISX 11.9 (11.9L) Eng.

Peterbilt 357, 365, 367, 
384, 386, 388, 
389, 567, 579, 
587

Cummins ISX 15.0 (15.0L) Eng.

Peterbilt 520 Cummins ISX12 Eng.

Volvo VNL630, 
VNL670, 
VNL730, 
VNL780

Cummins ISX Eng.

Western Star  2009-17 4900EX, 
4900FA, 
4900SA

Cummins ISX 15.0 (15.0L) Eng.
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