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RS30223 & RS30224
Radial Seal Outer & Inner Air Elements

Product Picks - RS30223 & RS30224 (2/18)

RS30223
Radial Seal Outer Air Element

APPLICATIONS
 Case, New Holland Motor Graders

CROSS-REFERENCE
 Case 84286399

SPECIFICATIONS
 Use With: RS30224
 O.D.: 9 21/32 (245.3)
 I.D.: 5 17/32 (140.5) One End
 Length: 19 13/32 (492.9)

PACKAGING
 UPC: 7 91440 10806 6
 Case Quantity: 1
 Case Weight: 7.1 lbs. (3,2 kgs.)
 Filter Weight: 7.1 lbs. ea. (3,2 kgs. ea.)
 Volume: 1.332 ft³ ea. (0,038 m³ ea.)

RS30224
Radial Seal Inner Air Element

APPLICATIONS
 Case, New Holland Motor Graders

CROSS-REFERENCE
 Case 84286397 

SPECIFICATIONS
 Fits Inside: RS30223
 O.D.: 5 11/16 (144.5)
 I.D.: 5 5/32 (131) One End
 Length: 19 (482.6)

PACKAGING
 UPC: 7 91440 10807 3
 Case Quantity: 1
 Case Weight: 2.3 lbs. (1,0 kgs.)
 Filter Weight: 2.3 lbs. ea. (1,0 kgs. ea.)
 Volume: 0.555 ft³ ea. (0,016 m³ ea.)

Keep your Case and New Holland motor grader engines running with protection from Baldwin’s new RS30223 & 
RS30224 Radial Seal air filters. These filters are designed with a special urethane compound that withstands extreme 
temperatures or temperature fluctuations and will not degrade over time. Changes to air restriction and vibration 
during engine run time do not affect the excellent sealing surface provided. The filtration media removes 99.9% of 
all airborne contaminants. It also features great dirt holding capacity to keep your equipment productive until its next 
scheduled maintenance.


